
The FM400/c and the FM600/c LV Coil Winding machine are optimized for LV winding sections with an 
emphasizes on a compact machine footprint. The single machine frame construction allows for 
precision alignment of the foil decoilers with the winding mandrel eliminating the need for secondary 
foil alignment or guiding systems.

LV Coil  
Winding
FM400/c 
FM600/c

Optimized for Small  
Coil Production



Programmable Computer Control

Built-in UPS in the controller which allows the status to be saved 
prior to executing an automated, controlled shutdown.

Fully programmable control system with touch screen and user-
friendly HMI.  Ready for smart factory / IoT integration.

Offline recipe creation software that can be download to machine 
via intranet (bar-code scanning) or USB drive.

Automated Tension Control
Programmable constant tension control with 
feedback for foil strip for specific cross-sections.

Integrated Cold Welding for the join 
busbars and leads (Cu-Cu, Cu-Al, Al-Al)

Other Features

Integrates with MTM winding mandrels and 
Cold Welding System

HV Wire Winding available (add on)
Foil Slitting

Power Foil Rewind & Anti-Rollback Arm
Coil Follower Dancer Arm and Coil Clamping Roll
Edge fill up to 50 mm wide strips
TIG Welding (add on)

2
0.08 mm - 0.13 mm
76 mm
100 kg

No of Insulation Papers (Tensioned)
Thickness
Wire Flattening 
Weight of Payoff Coil 

Insulation Paper

Foil Tension

ID of Coil 

Foil Thickness

No of Coils to be Wound at 1 time

Foil Width

Material

No. of Foil Rolls on the Machine

Weight of Payoff Coil 

Conductor Foil
Technical Specifications 

0.3 mm - 2 mm
400 mm / 600 mm

900 kg
1

Aluminium or Copper

400 mm

Pneumatic / Hydraulic or Automated
2

Wire Conductor (optional)
1 
Both
Integrated, for each round wire
Up to 6 Wires Total

No. Of Guiding Heads
Round / Rectangular Wire 
Wire Flattening 
Flat / Rectangular Wire 
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